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Type A

Type B

New Backlit Solution

 

Uniform illumination throughout the display
Brightness designed to exceed traditional �uorescent light 
Can be used in conventional �uorescent light boxes
Two di�erent brightness types available
Please turn over for detailed speci�cations

Model No. Dimension
(mm)

LED
Pitch

No. of
LED

No. of
Connector Voltage Wattage

LBP(B)-2412-072-24V 594 X 297 49.5 mm 72 4 24 VDC 13.5 w

LBP(B)-2408-048-24V 594 X 198 49.5 mm 48 4 24 VDC 9.0 w

LBP(B)-2406-036-24V 594 X 148.5 49.5 mm 36 4 24 VDC 6.75 w

LBP(B)-1212-036-24V 297 X 297 49.5 mm 36 4 24 VDC 6.75 w

LBP(B)-0808-016-24V 198 X 198 49.5 mm 16 4 24 VDC 3.0 w

LBP(B)-0606-009-24V 148.5 X 148.5 49.5 mm 9 4 24 VDC 1.69 w

LBP(B)-1208-024-24V 297 X 198 49.5 mm 24 4 24 VDC 4.5 w

LBP(B)-0806-012-24V 198 X 148.5 49.5 mm 12 4 24 VDC 2.25 w

Model No. Dimension
(mm)

LED
Pitch

No. of
LED

No. of
Connector Voltage Wattage

LBP(A)-1203-016-24V 296 X 74 37 mm 16 4 24 VDC 4.8 w

LBP(A)-1206-032-24V 296 X 148 37 mm 32 4 24 VDC 6.0 w

LBP(A)-1209-048-24V 296 X 222 37 mm 48 4 24 VDC 9.6 w

LBP(A)-1212-064-24V 296 X 296 37 mm 64 4 24 VDC 12.0 w

LBP(A)-0909-036-24V 222 X 222 37 mm 36 4 24 VDC 7.2 w

LBP(A)-0606-016-24V 148 X 148 37 mm 16 4 24 VDC 4.8 w

LBP(A)-0303-004-24V 74 X 74 37 mm 4 2 24 VDC 1.2 w

Constant Current Type
Operating Voltage : D.C. 24 Volt
Maximum Current : 4.1 Ampere
UL File no : E341820
Suitable for dry and damp location

Speci�cation of FEELIS Light Board Panels


